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Remote installation

/\ DANGER

1. Peel the protective tape of the foam tape on the
back of the bracket and stick it to the selected e Do not use it in thunder weather. (Please Pull out the power plug in thunder weather.)
dry tile or glass.

2. Open the back cover of the remote and install new
battery (three pcs of No.7 alkaline battery ).

3. Put the remote on the remote bracket.

4. Installation is finished.

® Do not pull the power cord at random, break, forcibly bend and twist, stretch, curl,
bundle, load or over-clamp.

¢ Do not touch or plug and unplug the power plug with wet hands, otherwise there
will have danger of electric shock.

e Do not use it when it can't work normally. Disconnect power immediately , close the
angle valve to cut off the water source and ask for help from professional repair man.

/I\ WARNING

Avoid product failure and damage caused by improper use.

The cold water of the intelligent electronic toilet should be connected from the main
water supply pipe. Do not connect any wastewater, mixed water, industrial water, sea
water or other untreated or semi-treated water.

Please follow below picture for specific steps of installation.

% If the wall is a specific material (such as wood, dense board, |
etc.), please use the appropriate fixing method.

* The place where the remote installed should not easily wet
by the water.

* Choose a suitable place to install the remote bracket where
you can easily touch the remote when you are sitting on the
intelligent toilet.

> Confirm that there are no obstacles around the product.

¢ |f the product is moved from a lower temperature position to a higher temperature

- _ . place, it may have condensate water. Please turn off the product for several hours at
ﬁo I ol Lk T o) this time.
“r \og m - “r © ¢ Do not install this product in a room where may be frosted. The room temperature
= = can't be less than 4 °C.
Slide to left to pull out the Slide to right to put back the e Do not put fire, candles, cigarette butts or similar items on this product.
remote bracket 2 remote bracket 2 . .
¢ Do not soak the product in water or expose it to the sun.
& o ® . - ¢ Do not attempt to flush debris other than human waste and toilet paper.
- © © .
° 1 N T JOL T « Do not lean on the back cover, climb or stand on the product.
2 LL T | « Do not put any heavy objects on the cover.
Drill two holes with the diameter of 5mm on Remove the protective tape from the o Repair work must be performed by relevant professionals
the wall according to the position of the foam tape on the back of the bracket 2, P ) P 4 P ’
round hole in the remote bracket 2 match the holes and fix it to the walll. * Do not disassemble the back cover, cover and seat.

¢ Do not modify, retrofit or repair the product.
Incorrect repair may cause accidents, damage or operational failure.
¢ |f the power cord is damaged, don't disassemble it by yourself. It must be replaced

Slide the bracket 1 to
4= |eft to fix it on the bracket 2.

Open the back cover
of the remote

— — < |s by the manufacturer or the repair department or a similar professionals.
= B I K gl s ¢ When do the cleaning and maintenance of the plastic part, please do not use
Fix the remote bracket 2 oJal.] unsuitable detergent(such as Sulfuric acid, nitric acid, acetic acid, carbon cyanide,
with expansion screws Put the remote on chloroform, acetone, methyl ethyl ketone, benzene, hydrochloric acid, nitric acid,
the remote base Install new battery steam kerosene etc. )

(three pcs of No.7 e Please cut off the power when cleaning the product and the remote. Don't pour
battery) water or detergent into the product.
Installation e Avoid to use this product in an environment which is humid and easily touched by
is finished - - < water .Don't spray water to the product. Don't rinse this product with water.
e Don't block the air outlet. Don't put your hands or other things into the air outlet.

Don't cover the air outlet when using it.
Don't shoot urine into the air outlet.

Do not put ignited cigarettes and other burning materials into this product.
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4.3 The use of battery

If there's leakage of battery liquid, please do not let the skin, eyes and mucosa to be touched
by the battery liquid. If you touch the liquid carelessly, please rinse the infected part
immediately with mass water and go for a doctor immediately.

/I WARNING

* Please put the battery out of the reach of kids. It will be life-threatening if swallowing
the battery. Please request medical immediately if the battery has been swallowed.

* Do not charge the battery. It is forbidden to reactivate and disassemble the battery
or put it into fire.

¢ Please get out the battery from the remote after running out of power .Otherwise
the liquid may leak and cause damage.

¢ Clean the battery and contacts before assemble the battery. Pay attention to the
battery polarity to be assembled in correct position during installation.

¢ Please take out the battery and save it correctly if the remote is not used.

¢ Do not keep the battery in extreme environment. Do not touch the heat source or
expose to the sun, otherwise it may cause leakage.

¢ Do not carry and store the battery with metal products.

/\ cAUTION

» Do not use excessive force when closing the cover and seat .

¢ Do not intentionally soil, spray or block the cleaning nozzle.

® Please pull out the plug regularly and wipe the dust from the power plug with a dry
cotton cloth.

o Keep the skin close to the seat sensor when use it, otherwise the product will stop
cleaning or drying function. Children should seat back to touch the seat sensor.

¢ Please use the new hose parts attached with the product, the old one can't be reused.
¢ Please avoid closing to the heater.

¢ Do not connect to the power through the external switch to avoid danger from
accidental resetting of the circuit breaker, such as a timer or a timed on/off circuit that
is connected by a common component.

¢ Please close the angle valve before disassembling the filter. Be sure totighten the angle

valve to prevent water leakage when installing the filter after cleaning.

¢ When you will not use this product for a long time, such as going out for a business
trip or travelling, be sure to pull out the power plug, turn off the water and drain the
remaining water inside the product.

e The remaining water may freeze when the product is transported over long distances
or stored for a long time in cold winter or alpine region. To prevent the damage caused
by freezing, please take antifreeze measures.

Smear the glass glue

Smear the glass glue in the gap between the bottom of the ceramics and the ground
after the toilet is installed to prevent water seepage.

Connect the power cord plug

Open the angle valve and connect the power plug. The power cord plug must
be connected to wall socket with safety grounding device in AC120V, 16A, 60Hz.

Battery installation

1. Take the cable out from the place as the illustration (the cable package is attached
in the back of the product, peel it off gently).

2. Connect the waterproof DC power plug and tighten the waterproof cap.

3. Put the battery case in the proper position as the illustration.

XThe battery and cable have positive and negative poles. Do not insert by force ,
otherwise the product will be damaged. If any doubt, please inquiry from your
seller.

Battery box
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Connect to water supply pipe

1. Disassemble the old angle valve and install theangle

valve attached with the toilet.

* Close the main angle valve before disassembling.

2. Install the angle valve and the decorative cover of the angle valve to the proper
position, then open the angle valve switch to drain for 1 minute (using a container to
do the water receiving). Drain the dirty water inside the pipe.

3.Connect the angle valve,water supply hose in sequence asbelow picture.

1.Install the angle valve on the water
inlet pipe and tighten the screws.

angle valve

2.Connect the 4cm water inlet pipe of
the smart toilet to the 4cm port on the
angle valve, and tighten the screws.

3.Connect the 6cm water inlet pipe of the
smart toilet to the 6cm counter port on
the angle valve, and tighten the screws.

4. Installation is finished.

Live for freedom

5. Side buttons
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J

Left side hotkey

woy

Right side hotkey

Pre-flush (Wall moisturizing) instructions
2 seconds after seated, the toilet will flush for 1 second on the inner surface of ceramics in

the mode of standby to reduce the remaining dirt after using.

o
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Installation drawings:(mm)

Not less than 20mm

105

More than 200mm

416

7.3 Installation method
Installing of sludge and ceramics

1. Fix the center line of the installation board to the sewage outlet,
and fix it with transparent tape around; draw the corresponding
outline according to the position of the thick line at the installation
board A and B, and remove the installation board. Wall
As shown in Figure 1. a

2. Fix the sludge seal ring to the sewage outlet and do the sealing
as Figure 2

3. Lift the toilet (ceramics), align the ceramics body of the toilet to
the ceramics outline line drawn on the ground according to the
ground drain, and slowly place the ceramics on the ground to
make the two marks coincide. Press the ceramics down to make <<
the sludge fully contact with the toilet drain after coincidence.

As shown in Figure 3. 305mm

»* Do not move the ceramics body or shake it left or right after the 400mm
marks are overlapped, otherwise the sealing produced by the sludge ]
seal ring may be damaged, resulting in water leakage. Figure 1

Sludge seal ring Ground

Sewage outlet

Figure 2 Figure3
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7. Installation

7.1 Precautions before installation

Installation space:

please make sure opening and closeing the door will not affect the installation and
use when you are checking the installation space is big enough or not. The distance
of the inlet pipe from the ground should be more than 150mm.

Please confirm the location of sewage outlet and wax seal as below picture before
installation.

7.2 Confirmation before installation
Space structure of bathroom

©

_300m—

GROUNDING INSTRUCTIONS

This product should be grounded. In the event of an electrical short circuit, grounding
reduces the risk of electric shock by providing an escape wire for the electric current.
This product is equipped with a cord having a grounding wire with a grounding plug.
The plug must be plugged into an outlet that is properly installed and grounded.

DANGER - Improper use of the grounding plug can result in a risk of electric shock.

If repair or replacement of the cord or plug is necessary, do not connect the grounding
wire to either flat blade terminal. The wire with insulation having an outer surface that
is green with or without yellow stripes is the grounding wire. Check with a qualified
electrician or serviceman if the grounding instructions are not completely understood,
or if in doubt as to whether the product is properly grounded.

Water pressure

1. Minimum static water pressure : 0.14MPa (1.4kg/cm?).
2. Minimum water flow: more than 20L per minute.

3. Please make sure to meet the two conditions above when the toilet is used parallelly

with faucet or other water equipment.
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6. Operation of common function
Stop

D eWhen it is power off, long press for more than 2 seconds, it will be power on.
e\When it is power on, long press for more than 2 seconds, it will be power off.
eShort press [Stop] to terminate the following functions:

The functions as below will stop working: butt wash, lady wash, strong & weak
massage, cool & warm massage, children wash, self-cleaning of nozzle, drying,
live water replacement.

Butt wash

Y When the human body is seated, press the [Butt wash] button to start the butt wash.
*  The pipe reciprocating function opens by default, which will increase the cleaning
area. Press the [butt wash] button again to close the pipe reciprocating function.
C] Short press the [Stop] button to stop the butt wash.
It will stop cleaning function and change to drying function automatically after
continue cleaning for about 90 seconds.

Lady wash

When the human body is seated, press the [Lady wash] button to start the lady wash.
The pipe reciprocating function opens by default, which will increase the cleaning area.
Press the [lady wash] button again to close the pipe reciprocating function.

C] Short press the [Stop] button to stop the lady wash.

It will stop cleaning function and change to drying function automatically after
continue cleaning for about 90 seconds.

Drying

m When the human body is seated, press the [Drying] button to start the drying
function.

D Short press the [Stop] button to stop the drying.
It will stop automatically after continue drying for about 5 minutes.

Water pressure adjustment

When seated, short press [Butt wash] or [Lady wash] button to open the cleaning function,
use the [< >] button to adjust the water pressure.

>  -Press the [Gear position+] button to increase the cleaning intensity.
< -Press the [Gear position-] button to decrease the cleaning intensity.
———— [Gear position indicator light] will display the current gear position.
The water pressure adjustment has four gear position, close, low, mid, high. If it is
out of gear position, the machine responds with two beeps showing the operation is invalid.
(The correct operation only have one beep.)

Close Low Mid High
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Tube position adjustment

When you're washing
&/ Press [Position] button into the mode of tube position adjustment.

> -Press [Gear position+] button to move the tube position forward.

< -Press [Gear position-] button to move the tube position backward.
———— [Gear position indicator light] will display the current gear position.
The tube position adjustment has four gear position, close, low, mid, high. If it is out of
gear position, the machine responds with two beeps showing the operation is invalid.
(The correct operation only have one beep.)

Close Low Mid High
Temperature adjustment

ﬁ Press [Temp. adjust]button to cycle switching the temperature adjustment
mode till the indicator light of seat temp. adjust lights up, it turns to seat
temperature adjustment mode.

ﬂ T Press [Temp. adjust]button to cycle switching the temperature adjustment
mode till the indicator light of water temp. adjust lights up in the status of
non-drying, it turns to water temperature adjustment mode.

ﬁ G Press [Temp. adjust]button to cycle switching the temperature adjustment
mode till the indicator light of air temp. adjust lights up in the status of
non-cleaning, it turns to air temperature adjustment mode.

When it turns to temperature adjustment mode,

> -press [Gear position+] button, the temperature will increase

< -press [Gear position-] button, the temperature will reduce.
———— [Gear position indicator light] will display the current gear position.
The temperature adjustment has four gear position, close, low, mid, high. If it is out of
gear position, the machine responds with two beeps showing the operation is invalid.
(The correct operation only have one beep.)

Close Low Mid High

SPA

) When seated, short press the [SPA] button to start the SPA function.
*~ e When the SPA function is open, it will copy the last cleaning function and gear position,
and also start the strong & weak massage and cool & warm massage function.

e Short press the [SPA] button again to close the strong & weak massage and cool & warm
massage function.

Short press the [Stop] button to stop the SPA function.

® After continuous cleaning for about 5 minutes, it will automatically stop cleaning function
and turn to the drying function.
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Automiatic cover flip & foot sensor seat flip function introduction (only for the product
which has automatic cover flip & seat flip function)
Foot sensor seat flip essentials:

The foot needs to be placed within 2cm of the sensor and leaves immediately, then the foot
sensor is effective.

* The toilet will not work when the foot is close to it without leaving.
»* The toilet will not work when the foot leaves after more than 5 seconds in front of the sensor.

Automatic cover flip

/The cover flips automatically
when people are close.

The seat flips by foot sensor. \

Leave after more
than 10 seconds

W

Automatically flush

after about 3 seconds
Automatically close the

seat and cover after about
20 seconds

/

Automatic cover flip and seat flip

/ Automatically open the cover
and seat when people are close.

The seat closes by foot sensor. \

Stay more than 10
seconds after seated,
then leave.

N

Automatically flush before
drying or flush about 3 seconds
later after leaving the seat.

Automatically close the
cover after about 20 seconds.
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XThe cover and the seat must be in the open states and leave after using
for more than 10 seconds and then it will flush automatically after leaving
for about 3 seconds.

Manual flush

E It can flush by remote. ,

It can flush by short pressing the side button.

Electricity-off flush

It can flush in the states of electricity-off.
XIf the above operation is invalid, you need to replace the battery or
contact your local dealer.

More humanized design

*APP

Search for "SEEWIN" in your Android or Apple app store. For Android,
you can also use your cell phone browser and scan the QR code beside
to download.

APP pairing: SEEWIN APP connects to toilet via Bluetooth.

SEEWIN APP and Bluetooth must be both turned on to establish

a connection.

e\Water purification
The filter device purifies the water source to ensure the clean
and hygiene when using.

eEightfold protection
The product has eightfold protection measures such as leakage
protection to ensure the safe use of users.

e Energy-saving function )
The product will close after stand by for 36 hours to avoid wasting and concern.

LED display / light

The temperature display corresponds to the information of temperature gear position
on the remote. When you're setting the different function's temperature, the
corresponding function light will light. In the meanwhile, it displays the current
temperature in the middle screen.

1
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Strong & weak massage

%’ Long press the [Butt wash] button to turn on/off the butt wash function when the human
body is seated. The water pressure starts change of strong and weak.
The corresponding relationship between the gear position of strong & weak massage
and water pressure.
Water pressure: close, low
Water pressure: mid
Water pressure: high

Cool & warm massage

Q@ Long press the [Lady wash] button to turn on/off the cool & warm massage when
the human body is seated. The water temperature starts change of low and high.
The corresponding relationship between the gear position of cool & warm massage
and water temperature.

Water temperature: close, low
Water temperature: mid
Water temperature: high

Children wash

& Long press the [User] button for more than 2 seconds when the human body is
seated. The cleaning tube is extended to the setting position and clean according
to the setting water temperature. It stops automatically after 90 seconds. This
function presets the water pressure for children washing specially.

Note: Water temperature, water pressure, tube position selection, reciprocating,
massage function can't be adjusted when this function starts.

Energy-saving

© U Press and hold the [Set] button, then press the [Night Light] button to turn on/off
the energy-saving. When it turns on, the side knob shows green light. When it turns
off, the side knob shows white light. The seat temperature will keep in the range of
25 ° C ~ 36 ° C intelligently according to the change of environment temperature. If
the seat temperature set by the user lower than the intelligent setting temperature,
it will keep the temperature set by the user. It will keep the temperature set by the
user after exiting the energy saving mode.
Note: The energy-saving fuction means to low down the seat temperature when
nobody uses the toilet.

Night Light / Light Strip
‘O Short press the [Night Light] button on the remote to turn on/off the night light function.

Strong & weak massage: low
Strong & weak massage: mid
Strong & weak massage: high

Cool & warm massage: low
Cool & warm massage: mid
Cool & warm massage: high

Ultraviolet lamp

After closing the lid, the ultraviolet lamp will be turned on for about 30s. When the lid is
open, the ultraviolet lamp function will be turned off.

Deodorization

The deodorization function starts after human body is seated.
The deodorization function stops after human body leaves the seat for around 60
seconds.

D When the human is seating and the function of cleaning or drying is not open, short
press the [Stop] button to stop the deodorization function.

Clean guard function (Note: Clean guard function is optional, depending on the model you choose.)
The human body is leaving the seat
2%% Press the [Clean Guard] button to start the foaming function.
@@ Whenitis on the status of automatic flush, pressing the [Clean Guard)] button is invalid.
@B During the foaming process, machine beeps every 2 seconds, representing a lack of
clean guard liquid. Refer to P24 replacement of the clean gurad liquid.
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Setting of clean guard
Factory setting On
@ % Pressand hold the [Setting], and then press the [Clean Guard] button to turn on/off the
automatic foaming mode.
-It will not foam automatically when people leave the seat in the status of function
off; (The toilet will respond short beep.)
-It will foam automatically 1 minute after leaving the seat in the status of function
on; (The toilet will respond long beep.)

Cover flipping function
The human body is leaving the seat

\= Press the [Cover flip] button to open or close the cover (If the seat is open, it will
close the seat and the cover together).
-1t will open the cover automatically when you are close to it if the automatic cover
flip function is set in the single open mode.
@ The automatic cover flip function is valid only when the cover is closed.

Setting of automatic cover flip
Factory setting On
& 5 Press and hold the [Setting] button, then press the [Cover flip ] button to turn

on/off the automatic cover flip function.
-It will not open the cover when you are close to the toilet in the states of function
off. (The toilet will respond short beep.)
-It will open the cover automatically when you are close to the toilet in the states
of function on. (The toilet will respond long beep.)

Seat flip function
The human body is leaving the seat

= Press the [Seat flip] button to open or close the seat (If the cover is close, it will
open the seat and the cover together).
-It will open the cover and seat automatically one by one when you are close to it
if the automatic seat flip function is set in the fully open mode.
@ The automatic seat flip function is valid only when the cover and the seat is closed.

Setting of automatic seat flip

Factory setting On

& Y5 Press and hold the [Setting] button, then press the [Seat flip] button to turn
on/off the automatic cover flip and seat flip function.
-It will not open the cover and seat when you are close to the toilet in the states
of function off. (The toilet will respond short beep.)
-It will open the cover and seat automatically when you are close to the toilet in
the states of function on. (The toilet will respond long beep.)

Setting of automatic drying

Factory setting On

o) % Press and hold the [Setting] button, then press the [Dry] button to turn
on/off the drying function.
-It will not change to the drying function automatically after the stop of cleaning
function in the states of automatic drying function off. (The toilet will respond
short beep.)
-It will change to the drying function automatically after the stop of cleaning
function in the states of automatic drying function on. (The toilet will respond

long beep.)
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User function

L, L, Press (User 1) button or(User 2) button to choose corresponding user's
personality mode.
-The setting parameters of the chosen user mode will be used automatically.
-In the user mode,the adjustment of the flow,the temperature and the position
by the user will be saved automatically for the later use.
-Remote will exit the personal mode after entering into the standby state for
some while.

Setting of sensing distance (cover flip /seat flip)

&, — Press and hold the [Setting] button, then press the [Gear position+] or [Gear
position-] button to set the sensing distance.
-Five gear position

< -Press the [Gear position-] button to decrease the sensing distance.
> -Press the [Gear position+] button to increase the sensing distance.
———— The [Gear position indicator light] button will display the current operating
direction.

The sensing distance has five gear position, 1, 1I, I, IV and V. If it is out of
gear position, the machine responds with two beeps showing the operation
is invalid.(The correct operation only have one beep.)

Live water replacement

O Press (Living water replacement) button to start living water replacement.
&> -ltwill stop automatically after finished.

C] Press the [Stop] button to stop live water replacement function.

Please use this function to replace the internal water first when you do not
n use the toilet for long time .
It's normal that water drains under the baffle when the living water is replaced.

Self-cleaning of nozzle
The human body is leaving the seat
¥ Long press the [Butt wash] button in the toilet body or rotate up the [Butt

wash] knob for 2 seconds, the washer will extend and water will flow out on
the surface of the washer.
Wash the cleaning tube and nozzle with a toothbrush coated with toothpaste.
Do not use excessive force. Press the side [Stop] button to take the nozzle tube
back after finishing the cleaning.

Automatic flush

Automatic flush: press and hold the [Setting] button, then press the [Flush] button also to
turn on/off the automatic flush function. When the function is open, it will response short
beep. When you close it, it will response long beep. It can flush automatically only in the
mode of automatic flush. The specific operation is as follows:

(1. Automatic flushing before drying. I
XWhen you use the drying function after using the cleaning
\_ function, it will automatically flush once before drying. J

(2. After body leaving for about 5 seconds, )
it will automatically flush.

XAutomatic flushing will not be performed when the human
body is seating. It will perform automatic flushing once
after leaving the seat for about 5 seconds. (The seating time
should be more than 6 seconds.)
Xt will not automatically flush if the last function is drying
\ when leaving the seat.
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